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Abstlraci—The angle-based repetitive controller (RC) has
been applied successfully in the literature for torque rip-
ple suppression in variable speed permanent magnet syn-
chronous machines (PMSMs). The RC is preferred because
of its learning capability, which allows the cancelation of all
periodic ripples from multiple sources. However, its tuning
method has not yet been proposed. Since the structure of
the RC is found similar to the disturbance observer (DOB),
which is convenient to tune through pole placement, this
paper merges the angle-based RC and DOB into a novel
angle-based repetitive observer (ARO) for the first time for
the torque ripple reduction in PMSMs. ARO takes advan-
tages of its DOB structure that it can be designed separately
and can easily be added into an existing control loop. Taking
advantage of its RC nature, ARO can tackle a wide frequency
range of torque ripple even in the presence of measurement
noise. The experimental test results have confirmed the ro-
bust performance of ARO under five conditions, including
the ideal integral delay, the fractional delay, the load tran-
sient, the speed transient, and the detuned mechanical pa-
rameters conditions. The execution time of the ARO is less
than 10 us.

Index Terms—Repetitive control, disturbance observer
(DOB), reduced-order observer, torque ripple reduction,
variable speed drives.

|. INTRODUCTION

ORQUE ripple reduction of the permanent magnet

synchronous machines (PMSMs) has been studied for
decades. Many traditional methods tend to reduce the torque
ripple individually caused by every possible source. For exam-
ple, the cogging torque can be reduced by skewing the stator
lamination stack/rotor magnetization and many other machine
design methods in [1], or by tailoring the current according to
pre-measured cogging torque lookup table [2], [3]. The torque
ripple caused by nonsinusoidal flux distribution can be compen-
sated by tailoring the current according to offline measured the

back electromotive force (EMF) and inductances of the motor
[4], [5]. More adaptive reduction can be achieved if the online
estimations of back EMF or flux harmonics are available [2].
The torque ripple caused by inverter voltage distortion can be
suppressed by the uncertainty function proposed in [6] and the
position-based memory space applied in [7].

The compensation approaches above, all aim to reduce some
specific sources of ripple. However, ripple caused by the me-
chanical imperfections (misalignment), or sensor offset/scaling
error [8] are difficult to predict. In fact, torque ripple reduction
can be achieved without necessarily knowing its sources, the
torque sensor is neither required. The periodic nature [9], [10] of
the torque ripple in PMSMs facilitates the use of a repetitive con-
troller (RC) [11] or iterative learning control [12], [13] for ripple
suppression [4], [10], [14]-[16]. One of the main advantages of
using RC is that only the frequency of target ripple is required
for its design. Consequently, the main challenge is to achieve
torque ripple suppression under variable speed/frequency, since
the frequency of target ripple would vary accordingly. It would
also bring challenges to the system stability if the sampling fre-
quency is not an integer multiple of the target ripple’s frequency
(known as fractional delay issue [17]).

Some useful techniques of solving the fractional delay issue
and making RC adaptive to variable frequency are to apply
variable sampling frequency [ 18], to estimate online the ripple’s
frequency [17], or to implement RC in a rotor position based
fashion [16], [19]. An angle-based RC was proposed in [19] for
torque ripple reduction in PMSM drives at any speed and even
during speed and load transients. However, the tuning method
of the angle-based RC has not yet been proposed.

Besides, disturbance observer (DOB) can also be used for the
torque ripple detection since the torque ripple in PMSMs [20] is
generally modeled as a disturbance. According to the study by
Chen et al. [21], the frequency of the disturbance to be estimated
is usually lower than the frequency of sensor noise, such that
the filter in DOB can separate the useful information from noise
properly, otherwise, the DOB may amplify the sensor noise
and may not be implementable. For the same reason, in [20],
the cutoff frequency of the filter in DOB is set to be 100 Hz.
Consequently, only the low frequency torque ripple reduction is
presented. DOB can be combined with RC in different structures
to tackle a wider frequency range of periodic ripple. Chen et al.
[22]-[24] located the RC in the feedback path. The RC is in the
plug-in structure in [25]. Comparison works were presented in
[23] and [26].
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Fig. 1. Diagram for disturbance torque T'; rejection.

Many works tend to add RC as a supplement to DOB since
they are functionally different. DOB is designed for estimating
the disturbance with a little delay, such that the feedback loop dy-
namics will not be compromised in the presence of disturbance,
whereas RC requires a longer delay before it takes action. In re-
turn, RC will have more time to filter the noisy measurements,
and a higher order filter with a sharper cutoff characteristic can
be used to estimate disturbances of higher frequencies. In fact,
RC and DOB are structurally similar. Tang er al. [27] presented
that by adding a correction term to the traditional RC, the RC
can be tuned by the well-developed pole placement method of
a DOB.

The aim of this paper is to propose a novel controller that
performs as effectively as the existing angle-based RC, but is
easier to tune. Hence, instead of keeping both RC and DOB,
this paper merges the angle-based RC and DOB into a novel
angle-based repetitive observer (ARO). The proposed ARO can
easily be added into an existing control loop without interfer-
ing with the system stability. Only two parameters need to be
tuned in the ARO, and its execution time is less than 10 us.
The proposed ARO and many of the existing compensation
schemes all require high bandwidth current controller for track-
ing the potential high-frequency compensation current. In this
paper, deadbeat current loop is chosen because it is not only
high in bandwidth, but also provides fixed time delay, and
therefore easy to be compensated, whereas the proportional
integral (PI) current controller will delay different frequency
differently.

In this paper, similarities between RC and DOB are reviewed
in Section I1. DOB and RC are merged into a repetitive observer
(RO) from three aspects in Section I1I. The stability criteria and
tuning method are provided in Section III. The ARO imple-
mentation will be explained in Section IV. Practical issues such
as the delay and quantization noise in the acquisition of speed
and torque are discussed in Section III-V. Experimental tests in
Section V show that the proposed ARO is able to reduce torque
ripple under a wide range of speed even with detuned mechani-
cal parameters. High performance is maintained during the load
step and the speed step.

[I. REVIEW OF THE SIMILARITIES BETWEEN RC AND DOB

This section aims to confirm the similarity between RC and
DOB for the application of torque ripple reduction in PMSMs.
Considering the control diagram in Fig. 1, where the plant for
the PMSM drive system is simplified as the torque control
loop P;(2) and the mechanical plant P»(z). Assuming that a

deadbeat current controller as presented in [28] is used, the dg-
axis currents of the PMSM can reach the current references after
one sampling period delay. Therefore, P, (z) equals z7!. Py(2)
can be expressed as in (1), where the mechanical parameters B
and J are the friction factor and the moment of inertia, respec-
tively, and T, is the sampling period. The DOB can be designed
as

T5/J
z = (1 - BT?/'})
The plant is a single input single output model. The input is
the torque reference T‘,_“’f, and output is the mechanical angular
speed w,,. Ty is the disturbance torque, and it can be observed

from the state-space equation (2) for the plant and disturbance
model

Py(2) =

(D

T.(k+1) 00 01[T.(k)] 1
Wm (k + 1) = | @91 a29 d23 W (k) +10]- Tercf(k)
Ta(k+1) 0 0 ay||Tuk) | |0
I.(k) Te(k)
W (k) =H- |wn(k) | =[010]- [wn(k)| )
Ty(k) Ta(k)

where asy = ags =T,/J, azs =1 — BT, /.J. az; can be de-
rived from the disturbance model, which will be discussed in
the next section.

In fact, T;(k) can be estimated using the other two avail-
able states in (2), where T, (k) tracks the previous value of
the torque reference thanks to the deadbeat current loop, so
T.(k) = T™(k —1). w,, (k) is assumed to be directly mea-
sured here to simplify the problem, and the acquisition of speed
will be discussed later in Section IV-A. Hence, (3) is obtained
by reordering the T, portion in (2)

a23Td(kJ = wm(k =+ 1) — a.nge(k) — agzwm(k). (3)

The DOB equation is derived as below, where L is the ob-
server gain

Ty(k + 1) = assTy(k) + L{wn (k + 1) — an T, (k)
— gawn (k) — ags Ty (k). (4)

Equation (4) can be drawn in Fig. 2(a). As illustrated, the
shadowed part of Fig. 2(a) shares the same structure with the
traditional RC drawn in Fig. 2(b). The input of RC is normally
an error/ripple signal F(z), and its output ¥ (k) is a compensa-
tion action applied to the control plant for canceling the target
ripple in the plant. The length of the delay chain [V is defined
as the closest integer to the ratio between the period of the tar-
get ripple and the sampling period T, such that, N samples
are taken in every ripple period. The robustness filter Qr(2)
affects the amplitude response of the RC at the target ripple
frequency and its integral multiples. It needs to be tuned consid-
ering the tradeoff between the robustness of RC against noises
and the ripple rejection performance. In this paper, Qf(z) is
selected to be a simple gain €) from zero to one, called forget-
ting factor. The stability filter G';(2) is used to compensate any
phase shift (i.e., time delay) between the output Y (k) and the
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Fig. 2. Block diagrams of the DOB and the traditional time-domain RC.
(a) Basic DOB in Fig. 1. (b) Traditional time-domain RC.
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Fig. 3. Disturbance model X4 including NV delays.

target ripple, such that they can cancel each other. It is called
the stability filter because, at worst cases, the misalignment be-
tween the output Y (k) and the target ripple leads to system
instability.

On one hand, the tuning method of DOB is well-established.
On the other hand, RC is excellent in terms of periodic dis-
turbance rejection, but relatively difficult to tune. If we can
increase the dimension of the disturbance state T; to resem-
ble the long delay chain 2N in the RC, update azz to include
the robustness filter, and design the control law K to resem-
ble the effect of the stability filter, it is possible to design and
tune the RC as a DOB. These three modifications will be pre-
sented in Section I1I.

Ill. MeERGING DOB anD RC INTO RO

Following the previous discussions, this section proposes the
time-domain RO by merging the DOB and RC from three as-
pects in the following sections.

A. Plant and Disturbance Models

In RC, the delay chain 2 is equivalent to a memory chain,
which records the previous period of the target ripple waveform
by N samples. In the state-space model, one sampling period
delay can be modeled using one state [29]. Therefore, the dis-
turbance is modeled using NV states as in (5). The block diagram
of the disturbance model is drawn in Fig. 3, where the active

disturbance torque T}; applied to the plant equals X
Xg(k+1) =a33Xq(k)

X (k+1) 010..00 [ Xa(k)
Xupz(k +1) 001..00]|| Xa(k)
Xd‘\r_l(k + 1} 000..01 Xd‘-\r_l(k)
de\r(k + 1) 100...00 Xd‘\r(k)
Ty(k) = CaXa(k) = [100 .00]Xa(k) = Xa (k). (5)

Substituting the state T; in (2) with the N states vector Xg
in (5), the updated PMSM plant and disturbance model can be
expressed as in (6). agg and Cg are defined in (5).

T.(k+1) 0o 0o o0 T.(k)
wp(k+1) [ = [ az azz a3Cq Wi (k)
Xa(k +1) 0 0 o X4 (k)
1
+ | 0| T (k)
0
7. (k)
wm (k) =H- wm (k) IJ 1 0] W (k)
Xa(k) Xa(k)

B. Equation for RO

Following the updated disturbance model in (6), the DOB
equation (4) can also be updated into (7), where the dimension
of the observer gain L increases from one to N

Xa(k+1) = aggXg(k) + Llw,, (k+ 1) — as; T, (k)
— Q9w (k) — az3CaXq(K)]
L=[L LyLy... Ly y Ly]" 7
where Xa (k) = [ X1 (k) Xao (k) .. Xan 1(k) Xax (0)]"
Substituting the CdXd (k) in (7) with Xdl( ). (8) can be de-

rived. For comparison, transfer function of the traditional time-
domain RC in Fig. 2(b) is written in (9)

Xa2(k) Ly
X3 (k) L,
Rak+1)=| ... |+ a23Cq [Xa (k)
de\r(k) LN—I
Xa (k) Ly
—Xa (k)] = assXa(k) + Lazs [Xa(k) — Xa1 (k)]
= azaXa(k — N) + Laga[Xa(k) — X1 (k)]
(8)
X(2) L,. L .
E{Z) - 1_2_‘\er(2) :\"X(‘I")_QX(PIC_‘T\')
+ L. E(k). (9)

_ Comparing (8) and (9), if we regard the term [Xai(k) —
X41(k)] in the observer as the error input E(k) of the RC, we
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can see that the gain Las3 is equivalent to the gain L. with
increased dimension. The forgetting factor € in (9) and asa in
(8) can merge into agg as

0 1 0... 0 0]
00 1. 0

Aas = (10)
0 00.. 01
Q 0 0... 0 0]

Combining (7) and (10), the equation of RO is as in (11),
where T, (k) is replaced by T'(k — 1), such that the dis-
turbance in the current loop is also included in the observed
disturbance torque. Equation (11) will be applied in the ARO
implementation in Section I'V

Xa(k+1) = aggXa(k) + Llwy, (k+1)
— agy T, (k) — asow,, (k) — as3 CaXa(k)]
= (A3 — Lay3Cq)Xq (k) 4 Llw,, (k+ 1)
— an T (k — 1) — agsw, (k)]

L=[L Ly Ls... Ly y Ly ]T_ (11)

C. Stability Criteria and Tuning Method

Considering the speed loop control diagram in Fig. 4, where
the RO gradually learns and cancels the disturbance, while the
PI controller is used to ensure transient dynamics.

The control law in Fig. 4 can be written as
T;cr(k} =K X;(k)— Td(k) — Kpwp, (k)
+ Kpw™(k), andTy (k) = KXq4 (k)

where K = [I{I Ko Ky ... Ky Ky ] . (12)

It is worth noting that the effect of the delay P;(z) = 27!
should be considered in the control law. Therefore, Tj(k)
should be designed to cancel T;;(k + 1). It can be known from
Fig. 3 and (5) that T;; (k + 1) = X 42 (k). Hence, the control law
can be translated as T;(k) = X42(k), and K in (12) can be
derived as

Ta(k) = KXa(k) = Xa (k)
= K Xar (k) + - + Ky Xan (k) = Xaz (k)
=K, =1,K,=K;=---=Ky=0
=K=[010... 00]. (13)

The overall state-space model of the speed loop in Fig. 4 can
be expressed as in (14), where the total number of states are
(2N + 3) (including NV states in X4 and IV states in Xq)

Xi(k+1) X (k)
T (k +1) T (k)
W (k+1) | =& | wn (k) | + Tw™ (k)
Xa(k+1) Xa(k)
Xa(k+1) Xa(k)
1 0 -1 0 0 X (k)
K; 0 —Kp 0 -K Tgef(k)
= 0 g1 da9 ﬂ.ggcjd 0 Wm {k}
0 0 0 Aag 0 Xd (k)
[ 0 0 0 La-ggcjd 533 — Lﬂ-gg Cd id(k}J
1
Kp
+1 0 |w (k) (14)
0
Lo

The dynamics of the speed loop and of the RO can be tuned
now by choosing the eigenvalues of the matrix €. Hence, the

dCt[lIgN_g — ‘1”] =0

= (}LN — 1) . (}\.N + Llaz;_;)LN_l =+ LgazglN_g + L‘\F_1&g3l + LN&23 — Q) . [}LS — ((122 =+ 1)12

+ (a-zg + I{p&gl )l + (I{j — I{p ){121] =0

cdet[aln — ags] = > — 1 (N poles from the disturbance model)

and dC‘t[lIN - (533 — La23Cld)] =N + LlagglN_l + Lzaggl'\r_l 4+ -+ Ly_1a93A + Lyasg — Q

1 0 -1

(15)

and det[nl; — &) =det[ls — | K; 0 —Kp |] =2 — (a2 + 1A% + (a22 + Kpag )A + (K — Kp)an

0 as; as

dCt[;‘\.IzN+3 — ‘I’] = dCt[JLIN — 333] - dCt[}\.IN — (533 — Lﬂ-gng )] - det [;‘\.Ig — @P] =0



gains K, Kp for the PI controller, the RO gain matrix L, and
the forgetting factor () in agg can be tuned.

Given the (2N + 3) x (2N + 3) unity matrix Isn, 3. the
N x N unity matrix Iy, and the 3 x 3 unity matrix Ig, the
eigenvalues of the matrix € can be solved by the characteristic
polynomial in (15) shown at the bottom of the previous page,
where &, is the “plant portion™ of &, i.e., the portion without
the disturbance and DOB.

The separation principle is proven from (15) since eigen-
values of & consist of the eigenvalues of the RO matrix
[ags — Lay3Cgq], and the eigenvalues of . This indicates
that solving the large matrix < can be avoided, and the RO and
the speed loop PI can be tuned independently as follows.

1) Tuning of RO: It can be further simplified by setting
Li=Ly=+--=Ly_1=0,and () = 1 to disable the forget-
ting factor. Although it is still an open question how the perfor-
mance of RO would be affected by the IV gains in matrix L, the
experimental tests later in Section V can confirm that the perfor-
mance is already good with such simplified settings. Besides,
the reason for not using the forgetting factor is that additional
filters (will be discussed in Section III-D) have been used for
filtering the noisy measurement, such that the RO can trust the
measured information with no need to “forget” anything. After
all, the solutions can be seen as in (16)

1—aN

az3

dCt[lIN — (533 — LagaCld }] =0= LN = (16)

To guarantee the stability of the RO, A need to be placed within
the unity circle. As a result, the stability criteria for the gain Ly
is0 < Ly < =.

2) Tuning of PI: K; and Kp for the PI controller can be
tuned by choosing the roots of

det[Als — @,] = A% — (aza + 1)2?

+ ((122 + I{pﬂgl)l + (I{j — Iirp }(121 =0. (17]

To facilitate the placement of three poles using only two param-
eters (i.e., K and K p), the order of (17) can be further reduced
to two by neglecting the torque control loop P, (z) delay. The
delay is negligible since the dynamics of the mechanical plant
P, (2) is far slower than the dynamics of the torque control loop.
The stability criteria for K; and K p will not be given in this
paper since the tuning of speed loop PI in field-oriented control
of PMSMs is the widely known.

D. Impact of Delay

Franklin ef al. [29] presented two types of delay that may
affect the design of an observer in different ways. Taking Fig. 4
as an example, the delay P, (2) = 2! can be categorized as the
actuator delay, which is the delay after the input 7', but before
the disturbance T};. Consequently, the state T, has been added in
the system state-space model for this delay. Similarly, another
additional state can be added to include the computational de-
lay. Since the deadbeat loop presented in [28] is robust against
electrical parameter variations in normal operation, the torque
control loop delay is considered to be stable in this paper.
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Diagram of the intended PMSM speed loop including RO and

The other type of delay is called the sensor delay, which
describes system output sampling delay. In previous sections,
the delay in the w,, samples is not yet considered. If MT,
of sensor delay is added to the system as shown in Fig. 5,
the RO can easily adapt to this change by including the same
delay to the input 7™ of the RO. Consequently, this delay
will also be present in the observed disturbance ﬁd, such
that }n{d(k) = Xg(k — M) and Xdﬂ.[_g(k) = Xyz(k). As dis-
cussed in Section III-C, the control law requires T;(k) equal
ng(k}. Therefore, Td(k‘) = KM Xd(k) = Xd‘q.;_,_g(k). As a
result, only the (M + 2)th value in K is equal to one, and the
rest are zeros. All the equations presented in the previous section
in terms of tuning should still be valid since the eigenvalues as
in (15)—(17) will not be affected by the change in Kyyg.

Another interesting finding is that the Ky is effectively
equivalent to a phase lead compensator 2™ 1, The phase lead
compensator is a common choice for the stability filter G'f(2)
of the RC as shown in Fig. 2(b).

E. Summary for the Tuning of RO

Until now, for each parameter in the RC, an equivalent param-
eter can be found in the RO, among which, it is not necessary
to use the forgetting factor @) to filter the signal, thanks to the
use of finite impulse response (FIR) filters, therefore, () can be
disabled by setting it to one. After all, only two parameters (Ly
and Ky) need to be tuned: Kyt can then be determined ac-
cording to the overall sensor delays as shown in Fig. 5. Logp can
be tuned from (16). This conclusion is valid for both the time-
domain RO and the angle-domain ARO in the next section. The
choice of IV is not discussed here because the meaning of NV
is different in RO and ARO. In the time-domain implementa-
tion, IV is the length of delay determined by the ratio between
the sampling frequency and the motor speed, which will vary
with speed. In the angle-domain implementation, ARO records
N disturbance torque samples in one mechanical rotation,
so N is independent from the rotational speed. Generally, a
larger N would not increase the computation burden (see the
next section for more details), but would increase the memory
size required by the ARQ, and can improve the resolution of
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the recorded disturbance torque profile. However, good perfor-
mance is achieved in this paper with N equals to only 200.

V. ARO IMPLEMENTATION

The procedure consists of four parts: 1) acquisition of posi-
tion, speed, and torque; 2) time to angle conversion; 3) memory
update; and 4) angle to time conversion. For clarity, all the
equations in the four sections are for the computation in the kth
sampling period with respect to the time sequence plot in Fig. 6.
The overall control diagram is shown in Fig. 7(a). The equations
for the last three parts will not be given in this paper since they
are almost the same as in [19]. The flowchart of the ARO has
been drawn in Fig. 7(b).

A. Acquisition of Position, Speed, and Torque

In this paper, the position of the PMSM is measured directly
using a 17-bit encoder. Therefore, the quantization error in the
mechanical speed w,,, calculated from the derivation of the posi-
tion can be as large as 2w /2!7 /T, = 0.479 rad/s= 4.58 r/min.
The noise will be further amplified when calculating the torque
from the derivation of speed. For reducing the quantization
noise, two FIR filters are used for speed and torque calculation.
Taking advantages of the long delay nature of ARO, high-order
FIR filters are chosen to achieve sharp cutoff characteristic. The
unfiltered speed is calculated as

onlh— 1= ) O E= 1)

Then, the speed is filtered by a ninth-order FIR filter of which
the cutoff frequency is 1 kHz, such that the newest available
filtered speed in the kth period is w,, (k — 10). The sum of the
electrical torque and the disturbance torque is computed by the
reverse of the mechanical plant as

Toum(k — 11) = T (k — 12) + Ty(k — 11)
= [u'.r.-’m (k — 10) — Q2o (k — 11)]/&-33. (19)

(18)

Another tenth-order FIR filter is used for filtering the torque,
such that the newest available filtered torque is Tom(k — 21).
The disturbance torque can therefore be indirectly “measured”
as

Ti(k —21) = Tam(k — 21) = T*(k —21).  (20)
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Fig. 7. Implementation of the control. (a) Overall control diagram.
(b) Flowchart of the angle-domain ARQ.

B. Time to Angle Conversion

In the time to angle conversion phase, the time-based
disturbance torque samples are rearranged according to
the corresponding rotor locations. The location index k; =

ﬂoor(%}, ki € [0,N —1]. A memory array mem of
length N is assigned to memorize the disturbance torque when
the rotor is at the N chosen positions (whichare d,, = ET" 1,1 =

0,1,2,..., N — 1). Therefore, interpolation is necessarily re-
quired to estimate the disturbance torque at the nearest cho-
sen position (i.e., E:\—' -k in the case of positive rotation).
Ti(4F - k1) denotes the disturbance torque when the rotor posi-
tion is exactly 2\—” - ky. First-order interpolation is used to keep

the computation effort light.
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TABLE |
MACHINE AND CONTROL PARAMETERS
Parameters Values Parameters Values
Stator resistance . 0.50 Pole pairs 5
d-axis inductance Ly 0.9 mH Rated torque 2.9Nm
g-axis inductance Lg 1.2mH Rated speed 5000 rpm
Rated Root Mean Square| 4.6A Friction B(Rigl) | 6.12¢~Nms/rad
current
Rated power 1.5kW Inertia J{Rigl) 1.36e Jkgm?
Sampling time T’ 0.0001 s Friction B(Rig2) 4e~ *Nms/rad
Memory length IV 200 Inertia J(Rig2) 9¢ 4kgm?
Forgetting factor 1 Gain ags Ly 0.05

C. Memory Update

After the aforementioned interpolations, the (k; + 1)th value
in the memory array mem can be updated by mem{k; } =
Qmem{k,} + a3 Ly [Td(%\—f - k1) — mem{k, }] in the case of
positive rotation. The memory only needs to be updated when
the location index k; is different from its previous value .-'clpm,
and only one value in the memory array needs to be updated
each time. Hence, the computation burden is low.

D. Angle to Time Conversion

In the angle to time conversion phase, the disturbance torque
at the future position 8™ (¢, 5) is interpolated and outputted
since the output at )., ; will be reached in the future at #..-.
The future position can be predicted using the speed feedback
for the PI controller and assuming the speed is constant for 27.
Again, first-order interpolation is used to keep the computation
effort light.

V. EXPERIMENTAL SET-UPS AND TESTS

The experimental rig as in Fig. 8 has been set up. The ma-
chine and the control parameters are shown in Table [, where the
PI speed loop bandwidth and the value of N are kept the same
as in [19]. The encoder resolution is 17-bit. The rig has been
set-up in two ways. In Rigl, a torque sensor (HBM T20WN)
is mounted. In Rig2, there is no torque sensor to keep the iner-
tia of the rig low. The controllers are implemented using Texas
Instruments TMS320c6711 digital signal processor (DSP) and
ProASIC A3P400 FPGA. The execution time of the ARO itself
is within 10 ps. The overall execution time including reading

sensors/encoder feedbacks, all the control loops and modulation
is around 18.2 pis. In all tests, there are no additional compensa-
tions for the inverter harmonics since they will be compensated
by the proposed method. The test results will be discussed from
four aspects in the following four sections.

A. Accuracy of Speed and Torque Acquisition

1) Speed: The speed w,, calculated in ARO with an FIR fil-
ter is as accurate as the commercial drive. As shown in Fig. 9(b),
(d), and (e), the same speed profiles are acquired from the
DSP and from the load side Yaskawa drive, where the speed
from load is negative due to opposite definition of the positive
direction.

2) Torque: In ARO, torque disturbance or torque ripple is
observed from position feedback. With ARO, both the torque
and speed ripple should be reduced since speed ripple is pro-
duced by the torque ripple. The torque measured from the
torque sensor in Fig. 9(c) and the torque estimated in the
load drive [in Fig. 9(d) and (e)] are both smoother with ARO.
This proves indirectly that the acquisition of torque in ARO is
accurate enough to achieve appreciable compensation on torque

ripple.

B. Operating Range

1) Multiple Sources: ARO can reduce torque ripple from
multiple sources. For example, it has been proven in the liter-
ature that the current sensor offset and current scaling error
will produce the first and second (with respect to the elec-
trical frequency) torque ripple [30]. As shown in Fig. 9(a),
10% offset and 14% scaling error are added in the phase A
and phase C currents, respectively. As a result, the first two
peaks in the speed fast Fourier transform (FFT) in Fig. 9(b)
are exceedingly high. With ARO, such ripple is reduced
effectively.

The impact of cogging torque and inverter harmonics is strong
for low inertia and low speed applications. The test results with
Rig2 in Fig. 10 show that the main ripple components are the
12th, 24th, and 36th. These components are caused by the cog-
ging torque since the number of slots and tooth are 12 in the
PMSM. Other harmonics (i.e., the tenth, 20th, and 30th) are ac-
tually the second, fourth, and sixth harmonics with respect to the
electrical frequency, which are produced by the odd harmonics
from the inverter.

For applications with higher speed, the frequency of cog-
ging torque and torque ripple sourced from inverter increase.
Since the mechanical system is like a low-pass filter, the impact
of such ripple reduces. Fig. 9(f) shows the speed waveforms
with/without ARO when controlled at 1000 r/min, where the
main speed ripple is at mechanical frequency due to mechan-
ical misalignment. As shown, the peak-to-peak speed ripple is
reduced significantly by 76%.

2) Variable Speed: The integer delay condition in Fig. 10
defines the condition when the sampling frequency is inte-
gral multiple of the rotational frequency of the rotor, other-
wise, it is known as the fractional delay condition. The x-axis
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of Fig. 10 is the “order of harmonics,” which is defined as
the ratio between the harmonic frequency and the mechanical
frequency, hence the order does not vary with speed. The re-

sults confirm that the proposed ARO is adaptive to variable
speed.

C. Transient Response

1) Load Transient: The speed waveforms under load tran-
sient with/without ARO are recorded in Fig. 11. As shown
in Fig. 11(a), the low ripple speed is maintained under load
condition. The load step is applied from the load side by
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the Yaskawa drive (SGDV-180A01A) and the Yaskawa motor
(SGMSV-20ADAG61), of which the rated torque is 6.36 N-m.
2) Speed Transient: The speed waveforms under speed
transient with/without ARO are recorded as in Fig. 12. As
shown, a “ripple-free” speed transient performance is achieved.

D. Robustness Analyze

The variation of the electrical parameters do not affect the
ARO itself since no electrical parameters are used in the
ARO. The inner current loop is assumed to be robust against
electrical parameter variation since the design of the cur-
rent loop is not the focus of this paper. It is worth noting
that the rated torque of the drive side PMSM is 29N- m,
when the 44 N-m load torque is applied in Fig. 11; the
inductances have varied, and the proposed ARO still works
effectively.

The mechanical parameters (i.e., moment of inertia J and
friction factor B) are required in the proposed ARO. Tests have
been carried out in the case that these parameters are wrong.

Fig. 13(a) confirms that the proposed ARO can still re-
duce the speed ripple effectively with wrong inertia .J used
in the controller. The closer view in Fig. 13(b) illustrates
that an under-estimated J results in higher speed ripple.
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Speed measured from the load drive with/without ARO during a load step (at 100 r/min using Rig2). (a) Without ARO. (b) With ARO.

Before the explanation of this behavior is given, it is worth
noting how the parameters J and B affects the proposed
control.

Reviewing the angle-domain implementation, the mechani-
cal parameters are actually only used in (19) when calculating
Tum, meanwhile, J would affect the gain Ly as3 in the memory
update procedure and thus influence the poles of the ARO. The
latter impact is limited according to (16), since the poles or roots
will not move far when J varies from 0.5 to 2.7 Qverall,
parameters J and B mainly affect the calculated Tyyp,.

The transfer function (21) below can be derived

Tam Ty + 2T 1—z2lay

Wm Wy g3

=[J—(J-BTL)z'/T.. 1)
In fact, the right-hand side of (21) can be seen as the
inverse of the mechanical plant P5(2) times a delay 2!
(where, P(z) = Wﬁﬂﬁ)' Thus, when the cor-
rect values are used in control (i.e., J = J® B = Brea
%Pg(f) = 27! The bode diagrams of %Pg(z)
when J = 0.5 jreal 1 57%al 9 Jeal are shown in Fig. 14.

The main harmonics as shown in Fig. 13(a) are the 12th and
24th harmonics. According to Fig. 14, the mismatch in .J has
little effect on the phase response of such harmonics. However,
when J = 0.5J% the amplitudes of the 12th, 24th harmonics
are attenuated by —6 dB. Consequently, it becomes difficult for
the ARO to observe correctly the amplitude of the sum torque
Twm and eventually the disturbance torque T,. Therefore, the
proposed ARO performs worse when J = 0.5.J7,

The bode diagram is drawn assuming the J* and B™ val-
ues equal the identified J and B values in Table 1. These pa-
rameters are identified by feeding the torque reference with a
low-frequency pseudo random binary signal [31]. Summarizing
the results in Fig. 13, the performance of the proposed ARO
has no significant differences when J € [0.5J% 2J%] and
B c [0.1B™ 10B™].
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VI. CONCLUSION

A novel angle-based ARO for the torque ripple reduction in
variable speed PMSM drives was proposed in this paper. It was
structurally a DOB, but performed like an RC. Taking advan-
tages of its DOB structure, the proposed ARO was tuned easily
using the well-known pole placement method, where only two
parameters need to be tuned. It was also proved that separation
principle of the DOB is still valid for ARO, such that the ARO
can be easily added to an existing control loop without interfer-
ing the system stability. Taking advantages of its RC nature, the
passband of the ARO do not need to be compromised due to the
measurement noise. Only one ARO was required for canceling
periodic ripple of multi-orders from multiple sources. The ARO
expanded the use of RO for variable speed applications. The pro-
posed method is suitable for applications where a long learning
period is allowed at the first time of operation. Experimental test
results verified the robust torque ripple reduction performance

under five conditions: the integral delay, the fractional delay, the
load transient, the speed transient, and the detuned mechanical
parameters conditions. Since only mechanical parameters were
used in the proposed ARO, if the inner current loop is robust
against the electrical parameter variation, the overall system will
remain stable.
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